
HP+TM  CFR S134  
Wall Assembly
Intertek Design Listing  
(No. BASF/SI 25-01) 

• 3.25” ISO Clip

• WALLTITE® v.5 or XL01 SPF (max 6”)

• 3MTM Fire and Water Barrier Tape

• 1 Layer of 5/8" Type X Gypsum Board*

• 2 x 2 16 GA steel angles

• 2 ½” 16 GA steel stud

• DensGlass® 5/8” Exterior Sheathing

• Non-combustible cladding

As the first wall assembly using only spray foam to meet CAN/ULC S134 conditions 
of acceptance, HP+ CFR assembly with WALLTITE® offers options beyond the 
prescriptive masonry or concrete (of at least 25 mm) claddings for non-combustible 
construction. BASF Canada has an Intertek listing for HP+ CFR that meets the 
conditions of acceptance for CAN/ULC S134 for other noncombustible claddings 
and may be used in all provinces and territories in Canada.

Visit us at 
walltite.com
1-866-474-3538 

HP+™ Wall System is a registered trademark of BASF Corporation. 
WALLTITE® is a registered trademark of BASF Canada Inc

Data presented in this document is based on tests and information conducted and obtained as at the date of its publication. This 
document is provided for information purposes only and without any representation, warranty or condition, expressed or implied, 
regarding its accuracy or completeness. Whether or not this document is used or relied upon is within the sole discretion and judgement 
of user and BASF Canada Inc. o/a BASF Canada (“BASF Canada”) expressly disclaims and excludes any and all responsibility and 
liability, express or implied, for any loss or damage (whether foreseeable or not), direct or consequential, suffered by any person or entity 
acting on, or refraining from acting because of, anything contained in or omitted from this document, whether such loss or damage arises 
in connection with any negligence, default, lack of care or misrepresentation on the part of BASF Canada or its respective employees, 
agents, officers, directors, principals, partners, affiliate companies, subsidiaries, successors and assignees.

*A second layer of Type X gypsum can be 
added to the HP+ CFR wall assembly to 
meet the requirements for CAN/ULC S101 
for a fire rated wall (90 minutes).
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